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TÉ AVEC OUVERTURE
SUR LE LIT DE GRAVIER

FORM-A-DRAIN PLUS

SEMELLE

LIT DE
DRAINAGE
EN GRAVIER

PARE-VAPEUR CONTINU
EN POLYÉTHYLÈNE

GRAVEL
DRAIN BED

MUR

REMBLAI

MEMBRANE
IMPERMÉABLE
PLATON

SOLIVES DE
PLANCHER

TUYAU EN PVC DE 8 CM (3 PO)
OU 10 CM (4 PO)

CALFEUTRER ET SCELLER
TOUTES LES OUVERTURES
DES DALLES DE SOUS-SOL

DALLE DE SOUS-SOL

BOÎTE DE JONCTION
PRÉCÂBLÉE POUR
LE VENTILATEUR :
(OBLIGATOIRE –
À LA FOIS PASSIVE
ET ACTIVE)

SYSTÈME ACTIF :
VENTILATEUR AXIAL
POUR VENTILATION
POSITIVE

SYSTÈME ACTIF : DISPOSITIF
D’ALERTE EN CAS DE
DÉFAILLANCE DU SYSTÈME

ÉCHAPPEMENT

BANDE D’ÉTANCHÉITÉ
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B
A

R
D

A
G

E
 E

T 
B

A
N

D
E

A
U

napcopipe.com

Product Size (inches) Part #

Test Tee without Plug  
HxHx FIPT

4 x 4 D1104

6 x 4 D1106-4

6 x 6 D1106

8 x 4 D1108-4

8 x 6 D1108-6

8 x 8 D1108

10 x 4 D11010-4

10 x 6 D11010-6

10 x 8 D11010-8

10 x 10 D11010

12 x 4 D11012-4

12 x 6 D11012-6

12 x 8 D11012-8

12 x 10 D11012-10

12 x 12 D11012

Sanitary Tee (T-Y) HxHxH 4 x 4 D156

6 x 4 D157-4

6 x 6 D157

8 x 4 D158-4

8 x 6 D158-6

8 x 8 D158

Long Radius Sanitary Tee 
HxHxH

4 D1644

1/4 Bend (90) Vent HxH 4 D204

6 D206

8 D208

10 D2010

12 D2012

Double 45 Degree Wye 
HxHxHxH

6 x 4 D366-4

6 x 6 D366-6

2 Way Cleanout
HxHxH

3 D1003

4 D1004

6 D1006

Product Size (inches) Part #

1/4 Bend (90) Vent SxH 4 D224

6 D226

8 D228

10 D2210

12 D2212

1/4 Bend (90) HxH  
Long Sweep

4 D256

6 D257

8 D258

1/8 Bend (45) HxH 4 D504LS

6 D506LS

8 D508SS

10 D5010SS

12 D5012SS

1/16 Bend (22.5) HxH 4 D1704

6 D1706

8 D1708

10 D17010

12 D17012

1/4 Bend (90)  
SxH Long  
Sweep

4 D274

6 D277

8 D278

1/8 Bend (45) SxH 4 D404LS

6 D406LS

8 D408SS

10 D4010SS

12 D4012SS

1/16 Bend (22.5) SxH 4 D1714

6 D1716

8 D1718

10 D17110

12 D17112

Cap (H) 4 D1604

6 D1606

8 D1608

10 D16010

12 D16012

Drain Grate (S) 4 D911

6 D916
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D-SERIES: SOLVENT WELD DWV FITTINGS
CERTS: ASTM D2665, F1866, F2135, CSA B181.2, UPC, NSF

Product Size (inches) Part #

Straight Tee HxHxH 4 x 4 D104

6 x 4 D106-4

6 x 6 D106

8 x 4 D108-4

8 x 6 D108-6

8 x 8 D108

10 x 4 D1010-4

10 x 6 D1010-6

10 x 8 D1010-8

10 x 10 D1010

12 x 4 D1012-4

12 x 6 D1012-6

12 x 8 D1012-8

12 x10 D1012-10

12 x 12 D1012

Test Tee with Countersunk 
Plug HxHxFIPT

4 x 4 D12804

6 x 4 D12806-4

6 x 6 D12806

 8 x 4 D12808-4

8 x 6 D12808-6

8 x 8 D12808

10 x 4 D12810-4

10 x 6 D12810-6

10 x 8 D12810-8

10 x 10 D12810

12 x 4 D12812-4

12 x 6 D12812-6

12 x 8 D12812-8

12 x 10 D12812-10

12 x 12 D12812

Product Size (inches) Part #

45 Degree Wye HxHxH 4 x 4 D304

6 x 4 D306-4

6 x 6 D306

8 x 4 D308-4

8 x 6 D308-6

8 x 8 D308

10 x 4 D3010-4

10 x 6 D3010-6

10 x 8 D3010-8

10 x 10 D3010

12 x 4 D3012-4

12 x 6 D3012-6

12 x 8 D3012-8

12 x 10 D3012-10

12 x 12 D3012

Test Tee with Raised Plug 
HxHxFIPT

4 x 4 D12904

6 x 4 D12906-4

6 x 6 D12906

 8 x 4 D12908-4

8 x 6 D12908-6

8 x 8 D12908

10 x 4 D12910-4

10 x 6 D12910-6

10 x 8 D12910-8

10 x 10 D12910

12 x 4 D12912-4

12 x 6 D12912-6

12 x 8 D12912-8

12 x 10 D12912-10

12 x 12 D12912

D-SERIES: SOLVENT WELD DWV FITTINGS                                  CERTS: ASTM D2665, F1866, F2135, CSA B181.2, UPC, NSF
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4" through 12" injection molded solvent weld Drain, Waste and Vent (DWV) fittings shall be  
manufactured in accordance with ASTM D2665, F1866, F2135 and CSA B181.2, as applicable.  
Injection molded solvent weld DWV fittings shall be certified by the National Sanitation Foundation 
(NSF) to meet ASTM D2665, F1866 and ASTM F2135, as applicable; and by the Canadian Standards 
Association (CSA) to meet CSA B181.2 as applicable. They shall be certified by the International  
Association of Plumbing and Municipal Officials (IAPMO) to meet the requirements of the Uniform 
Plumbing Code (UPC), as applicable. 

4" through 8" injection molded solvent weld Drain, Waste and Vent (DWV) fittings shall be  
manufactured from PVC with cell class of 12454 in accordance with ASTM D1784.
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N° DE MATÉRIEL RD1604 
BOUCHON FEMELLE DWV 
BLANC DE 10 CM (4 PO)

ÉTIQUETTE

N° DE MATÉRIEL RD104 
TÉ DROIT FxFxF

SECTION DE 1,2 M (4 PI) 
DE TUYAU DE 10 CM 
(4 PO)

ADAPTATEUR 
À ENCLIQUETER

Conforme aux normes et aux techniques types de l’Environmental Protection Agency (EPA) pour le contrôle du radon 
dans les nouveaux bâtiments résidentiels.

De plus, le système Form-A-Drain Plus est mentionné dans le rapport ESR-3964 de l’International Code Council 
Evaluation Service, Inc. (ICC-ES) et le rapport 13492-R du Centre canadien de matériaux de construction (CCMC).

THIS DRAWING IS OUR PROPERTY AND ALL THE INFORMATION CONTAINED
THEREON IS TO BE KEPT CONFIDENTIAL BY THE RECIPIENT AND NOT TO
BE USED OR DISCLOSED TO ANY OTHER PERSON, FIRM OR CORPORATION
WITHOUT OUR EXPRESS CONSENT; AND THIS DRAWING SHALL NOT BE USED
DIRECTLY OR INDIRECTLY, EXCEPT IN CONNECTION WITH OUR WORK. ALL
RIGHTS OF DESIGN AND INVENTION ARE RESERVED.

CertainTeed Molded Products

SIZE
 D

PART VOLUME
   4.30 IN DWG #: 020.004.001 REV

SCALE: 1:1 DRAWN BY: STEFFES DATE: 07/07/00

FAD OUTLET ADAPTER

TOLERANCE
.X ± .1
.XX ± .01
.XXX ± .005
ANGLES ± .5°
FRACTIONS ± 1/32

DIMENSIONS IN INCHES

UNIGRAPHICS SOLID EDGE V8.0
3
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SECTION C-C

5.750

R.500

Ø .125
(2) PLCS.

R2.000

90° TYP. 

.25

3.450Ø

.090

.750
1.295

.125 .090

3.850

R2.125

.812

.500

D D

SECTION D-D
3.740Ø
3.920Ø

90°

.692
1.386
1.689

45° .692
1.3861.689

.080

8°

.050

.50°

.125

.125
.225

1.375

2.894

3.018

3.125
3.850

R1.850
R2.125

42.30°

.70°

R .030 TYP. 

1.125

45°

2.500 2.500

1.22 1.47

1.22
1.47

SYSTÈME  
DE RÉDUCTION  

DU RADON
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POUR OBTENIR DE PLUS AMPLES RENSEIGNEMENTS, 
 APPELEZ AU 713 325-0642 OU  

VISITEZ LE FORMADRAINSOLUTIONS.COM.
© NAPCO, une entreprise de Westlake, 2019.

GARANTIE DE SOUS-SOL SEC PENDANT 30 ANS


